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Digital Cameras that give you more.



GE digital cameras are some of the most stylish and sophisticated 
cameras available today. Our cameras are loaded with industry 
leading features and intelligent technology, all at an exceptional 
value. We offer a wide array of point and shoot cameras suitable for 
all ages and lifestyles. From highly affordable, smart cameras to our 
award winning Power PRO series bridge cameras and everything in 
between, GE digital cameras make taking breathtaking photos and 
life-like high-de®nition video easier than ever before.

GE Digital Cameras

When it comes to cameras, features make all the difference.  
And our models are loaded with them. Each one is hard 
working, intuitive, and carefully selected to take crisp, clean,  
incredible photos.

More features. More fun.



Power PRO series

Active series
The rugged, pocket-sized waterproof, shock and dustproof GE DV1 features Full HD 1080p 
movie recording on the ¯y and photos at the touch of a button. Built-in ¯ip-out USB plug to 
share videos and photos instantly, make the DV1 an irresistible choice. Add the ¯exibility 
of charging via USB on the go and cords, cables and connectivity are a thing of the past!

If you want it all, you'll want one of these GE Power Pro cameras. All the latest digital 
camera technology is seamlessly built-in to re¯ect your own powerful sense of style and 
capture those priceless memories that de®ne our lives. We've added a high technology 
CMOS sensor which integrates high speed continuous shot, image blending, improved 
Full 1080p HD and low light sensitivity for advanced camera settings.

electronic view ®nder 15x optical zoom 3200 ISO auto scene

optical image stabilization high dynamic range face auto exposure auto brightness

In-camera feature adjusts exposure for 
more detail in light and dark scenes.

Automatically enhances facial features detected 
by the camera for true subject highlighting.

Automatically adjusts the camera's LCD 
viewing screen to the existing lighting  
conditions for better viewing.

Automatically adjusts unintentional camera move-
ments giving you clear, crisp pictures every time.

Powerful optical zoom moves you closer  
to the subject for tight, clear shots.

Improves pictures in low lighting condition 
for optimal exposure.

Automatically selects and sets the correct  
scene type for the sharpest, most vibrant 
pictures possible.

An option for more accurate depiction in real time 
through the eyepiece for better scene composition.

built-in USB full-HD 1080p waterproof

internal Li-ion battery face detection

Built-in battery for easy to charge via 
computer or included AC adaptor.

Recognizes the faces in the scene to focus 
on the true subject of your shot.

Captures all of your videos in full 
high-de®nition 1080p resolution.

A rugged, waterproof design lets you take 
advantage of crisp, clear pictures in and out 
of the water (5m).

Gets you easily connected to your PC/Mac to 
upload videos or charge your camera without 
any extra cables.

HDMI output

Connect the camera via HDMI cable to share 
your high-resolution videos instantly.

shock proof

A rugged, sturdy camera built to go wherever 
you go and ®t your active lifestyle.

Automatically corrects unintentional camera 
movements giving you crisp, clear photos 
every time.

image stabilization



Power series

Smart series
All the convenience and simplicity of a built-in USB plug for instant  
uploading and charging make this GE Smart series a natural choice. Add 
the intuitive, smart features and functions you've come to expect from our 
trusted line of GE digital cameras and beautiful photography is in reach!

Share and share alike, with the all new Power series from GE digital  
cameras. An ultra-slim, modern aluminum design houses the powerful  
features and functions that make the E1450W & E1680W so appealing.  
More power, More full - with HD video at the touch of a button and all the  
intuitive features and functions, great pictures couldn't be easier!

optical image stabilization

3200 ISO

8X optical zoom

Improves pictures in low lighting condition 
for optimal exposure.

Powerful optical zoom moves you closer 
to the subject for tight, clear shots.

Automatically adjusts for unintentional  
camera movements, giving you clear, crisp 
pictures every time.

face auto exposure

Automatically enhances facial features detected 
by the camera for true subject highlighting.

HD 720p videoHDMI output

Captures all of your videos in high  
de®nition 720p resolution.

Connect the camera via HDMI cable to 
share your high-resolution videos instantly.

pancaptureauto scene

Wide-view photos are produced by panning  
the camera across to create a seamless  
panoramic picture.

Automatically selects and sets the correct 
scene type for the sharpest, most vibrant 
pictures possible.

image stabilization auto scene

Automatically selects and sets the  
correct scene type for the sharpest,  
most vibrant pictures possible.

Automatically corrects unintentional camera 
movements giving you crisp, clear photos.

smile detection

The shutter automatically releases when 
the subject's smile appears.

face auto exposure

Automatically enhances facial features detected 
by the camera for true subject highlighting.

HD 720p video

Captures all of your videos in high  
de®nition 720p resolution.

high dynamic range

In-camera feature adjusts exposure for 
more detail in light and dark scenes.

built-in USB

Gets you easily connected to your PC/Mac to 
upload videos or charge your camera without 
any extra cables.

pancapture

Wide-view photos are produced by panning 
the camera across to create a seamless 
panoramic picture.



  C1433 A1456W J1456W J1470S E1410SW E1450W 

Number Of Active Pixels 14.1 Megapixels            14.1 Megapixels 14.1 Megapixels 14.1 Megapixels 14.4 Megapixels 14.1 Megapixels

Image Sensor  14.4 Megapixels [1/2.3º CCD] 14.4 Megapixels [1/2.3º CCD] 14.4 Megapixels (1/2.3º CCD) 14.48 Megapixels [1/2.3º CCD] 15.1 Megapixels [1/2.3º (Aptina!  14.4 Megapixels [1/2.3ºCCD]  
      A-Pix! CMOS pixel technology)]  

LCD Display  2.4 inch  (112,320 pixels) 2.7 inch (230,400 pixels) 2.7 inch (230, 400 Pixels) TFT-LCD 3.0 inch (230,400 pixels) 3.0 inch (230,400 pixels)  2.7 inch (230,400 pixels)                             

Auto Brightness LCD Yes Yes Yes Yes Yes Yes 

Lens Optical Zoom 3x 5x 5x 7x 10x 5x  

 Digital Zoom 6x Digital Zoom  6x Digital Zoom 6x Digital Zoom 6x Digital Zoom 6X Digital Zoom 6x Digital Zoom  
  (Combined Zoom: 18x)  (Combined Zoom: 30x)  (Combined Zoom: 30x) Combined Zoom: 42x) (Combined Zoom: 60x) (Combined Zoom: 30x)    

 Focal Length 5.2 mm (Wide) - 15.6 mm (Tele)  5.0 mm (Wide) - 25.0 mm (Tele) 5.0 mm (Wide) - 25.0 mm (Tele) 5.9mm (Wide) - 41.3mm (Tele) 5.0 mm (Wide) - 50 mm (Tele)  5.05 mm (Wide) - 25.25 mm (Tele)    

 Film Equivalent 29 mm (Wide) - 87 mm (Tele)      28 mm (Wide) - 140 mm (Tele) 28.0 mm (Wide) -140 mm (Tele) 32.9 mm (Wide) - 230.3 mm (Tele) 28 mm (Wide) - 280 mm (Tele) 28 mm (Wide) - 140 mm (Tele) 

 Aperture f /3.5 (Wide) - f /6.4 (Tele)  f / 3.5 (Wide) - f / 5.2 (Tele)  f / 3.5 (Wide) - f / 5.2 (Tele) f / 3.4 (Wide) - f / 5.7 (Tele) f / 3.2 (Wide) - f / 5.6 (Tele)  f / 3.8 (Wide) - f / 5.6 (Tele)  

Anti-Handshake  Electronic Image Stabilization Electronic Image Stabilization Electronic Image Stabilization Electronic Image Stabilization Optical Image Stabilization Electronic Image Stabilization  
      

Movie Best Quality 640 x 480 pixels HD 720p HD 720p HD 720p 1080p30 HD 720p 

Shooting Modes  Auto, Scene, Stabilization, Portrait,  Auto, Manual, ASCN, Scene,   Auto, Manual, ASCN, Scene, Auto, Manual, A SCN, Scene,  Auto, Manual, Face Beauty, Scene, Auto, Manual, ASCN,Panorama,    
  Panorama, Movie Portrait , Image Stabilization,  Porttrait, Image Stabilization, Image Stabilization, Panorama, Movie Scene, Image Stabilization,  
   Movie, Panorama Moive, Panorama Panorama, Portrait, Movie  Movie, Portrait

Detection Features  Face, Smile, Blink Face, Smile, Blink Face, Smile, Blink Face, Smile, Blink Face, Smile, Blink, Cat, Dog Face, Smile, Blink        

ISO Sensitivity  Auto, ISO80 / 100 / 200 / 400 /  Auto, ISO 64 / 100 / 200 / 400 / Auto, ISO 64 / 100 / 200 / 400 /  Auto, ISO 64 / 100 / 200 / 400 / Auto, ISO 100 / 200 / 400 / 800 /  Auto, ISO64 / 100 / 200 / 400 /  
  800 / 1600 800 / 1600 800 / 1600 800 / 1600 1600 / 3200 800 / 1600  

Storage Media Internal Memory  Approx. 18MB, SD Card /    Approx. 50MB , SD Card /  Approx. 50MB Approx. 50MB, SD Card /  Approx. 40MB Approx. 50MB, SD Card /    
  SDHC Card (Up to 16GB support) SDHC Card (Up to 32GB support) SD Card /SDHC Card   SDHC Card (Up to 32GB support) SD Card / SDHC Card / SDXC Card SDHC Card (Up to 32GB support) 
    (Up to 32GB support)  (Up to 128GB support) 

Playback Editing Red-Eye Removal Yes Yes Yes Yes Yes Yes 

 High Dynamic Range  No Yes Yes Yes Yes Yes 

Jacks  USB 2.0 / AV-OUT USB 2.0 / AV-OUT USB 2.02 / AV-OUT Built-in USB 2.0 arm AV-OUT  / USB 2.0, HDMI USB 2.0 / AV-OUT 

Power  2 x AA Alkaline Battery 2 x AA Alkaline Battery Rechargeable Lithium-ion Battery Rechargeable Lithium-ion Battery Rechargeable Lithium-ion Battery Rechargeable Lithium-ion Battery  
    GB-10, 3.7V 700mAh, In-camera GB-50 (3.7V 880mAh) GB-10, 3.7V 700mAh, In-camera GB-10, 3.7V 700mAh, In-camera 
    charging  charging charging

Shooting Capability   Approx. 140 shots for AA Approx. 150 shots Approx. 220 Shots Approx. 300 Shots For GB-50 Approx. 170 shots Approx. 220 shots  
(Battery Performance)  Alkaline Batteries   

Dimensions (W x H x D) 3.62 " 2.38 " 1.19 in.  3.8 " 2.3 " 0.9 ~ 1.0 in 3.8 in. " 2.4 in. " 0.8 in. ~ 0.9 in. 3.9 " 2.2 " 0.8 ~ 0.94 in.  3.9 x 2.2 x 0.7 ~ 1.0 in. 3.6 x 2.23 x 0.72 ~ 0.76 in.  
  (92 " 60.5 " 30.35 mm) (96.4 " 59.5 x 24.7 ~ 26.0 mm) (96.8 " 60.2 " 20.8 ~ 25.1 mm) (99.5 " 56.9 " 21.23 ~ 23.95 mm) (98.3 " 56.8 " 19.0 ~ 25.4 mm) (91.5 " 56.5 " 18.3 ~ 19.4 mm)  

Weight (Body only)  Approx. 4.23oz. (120g) Approx. 4.7 oz. (132g) Approx. 4.5 oz. (128g) Approx. 4.6oz (129g) Approx. 4.8oz (135g) Approx. 4.0 oz. (112g) 

Special Feature      



*Design and speci®cations are subject to change without notice.
For complete speci®cations and detailed product information, please visit www.ge.com/digitalcameras.

  E1680W X500 PJ1 G100 DV1

Number Of Active Pixels 16.0 Megapixels 16.0 Megapixels 14.1 Megapixels 14.4 Megapixels 5.03 Megapixel (2592x1944)

Image Sensor  16.5 Megapixels [ 1/2.33º CCD] 16.5 Megapixels [1/2.33º CCD] 14.2 Megapixels [1/2.3º CCD] 15.1 Megapixels [ 1/2.3º (Aptina! A-Pix! 5.08 Megapixels [1/2.5º COMS] 
     CMOS pixel technology) ]

LCD Display  3.0 inch (230,400 pixels) 2.7 inch (230,400 pixels) 3.0 inch (230,400 pixels)    3.0 inch (460,000 pixels) 2.5 inch (230,400 pixels)                             

Auto Brightness LCD  Yes Yes Yes Yes Yes 

Lens Optical Zoom 8x 15x 7x 15x ±

 Digital Zoom 6x Digital Zoom 6x Digital Zoom 6x Digital Zoom 6x Digital Zoom 4x Digital Zoom  
  (Combined Zoom: 48x) Combined Zoom: 90x) (Combined Zoom: 42x) (Combined Zoom: 90x)

 Focal Length 5.1 mm (Wide) - 40.8 mm (Tele)  4.9 mm (Wide) - 73.5 mm (Tele)      5.05 mm (Wide) - 35.35 mm (Tele) 5.0 mm (Wide) Ð 75 mm (Tele) 5.5mm  

 Film Equivalent 28 mm (Wide) - 224 mm (Tele) 27 mm (Wide) - 405 mm (Tele) 28 mm (Wide) - 196 mm (Tele) 28 mm (Wide) Ð 420 mm (Tele) 33mm

 Aperture f / 3.3 (Wide) - f / 5.8 (Tele) f / 3.0 (Wide) - f / 5.2 (Tele)  f / 3.9 (Wide) - f / 5.8 (Tele) f / 3.9 (Wide) Ð f / 5.6 (Tele) 2.8

Anti-Handshake  Optical Image Stabilization Optical Image Stabilization  Optical Image Stabilization Optical Image Stabilization Electronic Image Stabilization 
    (CCD-shift type)

Movie Best Quality HD 720p 640 x 480 pixels HD 720p 1080p30 HD 1080p

Shooting Modes  Auto, Manual, ASCN, Portrait, Auto, Manual, ASCN, Scene, Program Auto  Auto, Manual, ASCN, Scene, Stabilization,  Auto, Program Auto Exposure, Shutter Priority, Auto, Movie  
  Scene, Panorama, Movie Exposure, Shutter Priority, Aperture Priority, Portrait, Panorama, Movie Manual, Face Beauty, Scene, Panorama, Movie 
   Portrait, Panorama, Movie  

Detection Features  Face, Smile, Blink Face, Smile, Blink        Face, Smile, Blink Face, Smile, Blink, Cat, Dog   Face

ISO Sensitivity  Auto, ISO 64 / 100 / 200 / 400 / Auto, ISO 80 / 100 / 200 / 400 /   Auto, ISO 80 / 100 / 200 / 400 /  Auto, ISO 100 / 200 / 400 / 800 / 1600 / 3200 Auto (100~800) 
  800 / 1600 / 3200 800 / 1600 / 3200 800 / 1600 / 3200 

Storage Media Internal Memory Approx. 30MB, SD Card /  Approx. 13.7MB, SD Card /  Approx. 18MB, SD Card /  Approx. 40MB Approx. 27MB, SD Card /   
  SDHC Card (Up to 32GB support) SDHC Card (Up to 16GB support) SDHC Card (Up to 16GB support) SD Card / SDHC Card / SDXC Card SDHC  (Up to 32GB support) 
     (Up to 128GB support)

Playback Editing Red-Eye Removal Yes Yes Yes Yes Yes

 High Dynamic Range  Yes Yes Yes Yes Yes

Jacks  USB 2.0 / AV-OUT, HDMI USB 2.0 / AV-OUT Micro USB 2.0  AV-OUT / USB 2.0, HDMI Built-in USB 2.0 arm, HDMI

Power  Rechargeable Lithium-ion Battery 4 x AA Alkaline Battery Rechargeable Lithium-ion Battery Rechargeable Lithium-ion Battery GB-50,  Internal Rechargeable Lithium-ion Battery 
   GB-10 (3.7V 700mAh)  GB-50 (3.7V 880mAh) 3.7V 880mAh, In-camera charging GB-50 (3.7V 880 mAh), via built-in USB 
  

Shooting Capability   Approx. 180 shots Approx. 500 shots Approx. 260 shots Approx. 200 shots Picture: Approx. 260 shots 
(Battery Performance)     Video:  Approx. 80 min

Dimensions (W x H x D) 3.9 " 2.2 " 0.7~1.0 in.    4.06 x 2.92 x 2.68 in.  3.97 " 2.5 " 0.8 in.  4.1 " 2.6 " 0.9 ~ 1.2 in. 4.1 x 2.2 x 0.8 in.  
  (98.3 " 56.8 " 19.0 ~ 24.4 mm) (103 x 74 x 68 mm) (100.8 " 64.5 " 21.2 mm) (105 " 66 " 22.8 ~ 30.4 mm) (105 x 55 x 20.1 mm) 

Weight (Body only)  Approx. 4.8 oz. (135g) Approx. 12.3oz. (350g) Approx. 4.4 oz. (125g) Approx. 7.0 oz. (125g) Approx. 5.1 oz. (145g)

Special Feature    PICO Projector:  Waterproof: Up to 5m 
    Image Size: 5 to 70 in.  Shockproof: Up to 1.5m
    Throw Distance:    Dustproof: Equivalent to JIS/IEC 
    Approx. 20cm to 2.5m
    Resolution: 640 x 360 
    Brightness: Up to 15 lumens (Peak) 
    Contrast ratio: 300:1 
    PICO Connect: PC to Link 
    Shooting Capability  
    (Battery Performance): PICO time: 70min 

 

 

  

 

 
 

 

 

 


